
This booklet includes corrections for the fatigue load limits in the 
section on double-row tapered roller bearings (TDO and TDI types) 
in the Ball & Roller Bearings Catalog.

Due to space limitations, the "Limiting speeds" column in the original 
document has been replaced with the "Bearing No." column.

[Correction Booklet]

Ball & Roller Bearings
(CAT.NO.B2001E-7)

Double-row tapered roller bearings
Fatigue load limits

TDO type
(B268~B282)

TDI type
(B284~B288)

CAT. NO. B2001E-7_mod’2 0.04











B 276



B 278









B 286

r

u d

B

u D

T

r1

u dau Da

Sa

rb

ra

Double-row tapered roller bearings
TDI type

Boundary dimensions Basic load ratings Fatigue

Bearing No.

Limiting speeds Mounting dimensions Con- 
stant

Axial load factors (Refer.) 
Mass 
(kg)

(mm) (kN) load limit (min �1 ) (mm)

d D B T
r r 1 Cr C0r

(kN)
Grease lub. Oil lub.

da Da Sa ra rb e Y2 Y3 Y0
min. min. Cu max. max. min. min. max. max.

220 370 120 120 4 5 1 400 2 060 226 45344   700 930 263 352 324 5 3 4 0.35 1.95 2.90 1.91 50.8

230 350 90 90 3 4 991 1 560 177 45246   710 950 267 336 318 6 2.5 3 0.28 2.43 3.61 2.37 30.6

240 360 92 92 3 4 1 150 1 790 200 45248   690 920 271 346 325 5 2.5 3 0.32 2.12 3.15 2.07 32.2
240 400 128 128 4 5 1 650 2 470 265 45348   630 840 286 382 354 5 3 4 0.35 1.95 2.90 1.91 65.4

260 400 104 104 4 5 1 320 2 120 227 45252   610 810 302 382 360 6 3 4 0.25 2.74 4.08 2.68 48.1
260 440 144 144 4 5 2 180 3 440 357 45352  




